
PB401-B

Features

Product name:

Product model:

Processor:

Image sensor:

Manual video format:

Video compression standard:

Video frame rate:

Video playback mode:

Audio input and output:

Built in lens:

IR night vision effect:

Input: built-in microphone; output: built-in speaker

3.6mm

Dual Filter IR-Cut, 9pcs IR Leds

1/2.7" CMOS sensor K02

MP4(2624*1512P, storage in mobile)

H.265(Storge in TF card )

Max 25 frame

Mobile APP

Smart Home WiFi Camera - PB Series

H.265 compression,self-adaptive Dual-stream;
Smooth and clear Streaming media video transmission;
3D positioning: 21 presets positions for fast viewing;
One key configuration through WiFi hotspot or Sound wave;
APP message notification and motion detection alerts;
Built-in Mic & Speaker and Two-way audio communication;
Free mobile cloud APP on iPhone and Android;
Max 1*128G TF card storage, loop recording.
Cloud storage for upload alerts video at anytime.

Smart Home WiFi Camera

PB401-B

T30X

PTZ control:

Local storage:

Support multiple protocols:

WiFi & Frequency:

WiFi encryption

Video control:

Motion detection:

Alarm action:

Firmware upgrade:

User settings:

System interface:

Power Supply:

Power Consumption

Working Condition:

Working environment:

< 5W

Temperature:-10℃~+50℃, Humidity 10%~ 95%

Indoor

Mobile APP push screenshot

Remote upgrade can be through the network

Max share to 5 users

1 RJ45 interface 10/100M adaptive,1 USB power supply interface,1 TF interface

DC5V/2A

TCP/UDP, IP, HTTP, SMTP, DHCP, DDNS, UPNP, NTP

Support IEEE802.11 b/g/n; Frequency: 2.4~ 2.4835GHz 

64/128-bit WEP/WPA-PSK /WPA2-PSK data encryption

Support

Support

Horizontal rotation 355 degrees vertical 90 degrees

Support Max 1*128GB Micro SD/TF card storage, loop recording.

PB401-B



Input: built-in microphone; output: built-in speaker

, Humidity 10%~ 95%

1 RJ45 interface 10/100M adaptive,1 USB power supply interface,1 TF interface

TCP/UDP, IP, HTTP, SMTP, DHCP, DDNS, UPNP, NTP

Support IEEE802.11 b/g/n; Frequency: 2.4~ 2.4835GHz 

64/128-bit WEP/WPA-PSK /WPA2-PSK data encryption

Horizontal rotation 355 degrees vertical 90 degrees

Support Max 1*128GB Micro SD/TF card storage, loop recording.




